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(2) No later than December 31, 2015,
at least 70 percent of each railroad’s
passenger cars that were ordered prior
to September 8, 2000, and placed in
service prior to September 9, 2002, shall
be in compliance with the emergency
lighting requirements provided in para-
graph (b)(1) of this section.

[78 FR 71813, Nov. 29, 2013]

§238.117 Protection against personal
njury.

On or after November 8, 1999, all mov-
ing parts, high voltage equipment,
electrical conductors and switches, and
pipes carrying hot fluids or gases on all
passenger equipment shall be appro-
priately equipped with interlocks or
guards to minimize the risk of personal
injury. This section does not apply to
the interior of a private car.

§238.119 Rim-stamped
wheels.

(a)(1) Except as provided in para-
graph (a)(2) of this section, on or after
November 8, 1999, no railroad shall
place or continue in service any vehi-
cle, other than a private car, that is
equipped with a rim-stamped straight-
plate wheel if a brake shoe acts on the
tread of the wheel for the purpose of
slowing the vehicle.

(2) A commuter railroad may con-
tinue in service a vehicle equipped with
a Class A, rim-stamped straight-plate
wheel mounted on an inboard-bearing
axle until the railroad exhausts its re-
placement stock of wheels held as of
May 12, 1999, provided the railroad does
not modify the operation of the vehicle
in any way that would result in in-
creased thermal input to the wheel
during braking.

(b) A rim-stamped straight-plate
wheel shall not be used as a replace-
ment wheel on a private car that oper-
ates in a passenger train if a brake
shoe acts on the tread of the wheel for
the purpose of slowing the car.

straight-plate

49 CFR Ch. Il (10-1-14 Edition)

(¢c) The requirements of this section
do not apply to a wheel that is periodi-
cally tread-braked for a short duration
by automatic circuitry for the sole pur-
pose of cleaning the wheel tread sur-
face.

§238.121 Emergency communication.

(a) PA system (public address system).
(1) Existing Tier I passenger cars. On or
after January 1, 2012, each Tier I pas-
senger car shall be equipped with a PA
system that provides a means for a
train crewmember to communicate by
voice to passengers of his or her train
in an emergency situation.

(2) New Tier I and all Tier II passenger
cars. Each Tier I passenger car ordered
on or after April 1, 2008, or placed in
service for the first time on or after
April 1, 2010, and all Tier II passenger
cars shall be equipped with a PA sys-
tem that provides a means for a train
crewmember to communicate by voice
to passengers of his or her train in an
emergency situation. The PA system
shall also provide a means for a train
crewmember to communicate by voice
in an emergency situation to persons
in the immediate vicinity of his or her
train (e.g., persons on the station plat-
form). The PA system may be part of
the same system as the intercom sys-
tem.

(b) Intercom system. (1) New Tier I and
all Tier II passenger cars. Bach Tier I
passenger car ordered on or after April
1, 2008, or placed in service for the first
time on or after April 1, 2010, and all
Tier II passenger cars shall be equipped
with an intercom system that provides
a means for passengers and crew-
members to communicate by voice
with each other in an emergency situa-
tion. Except as further specified, at
least one intercom that is accessible to
passengers without using a tool or
other implement shall be located in
each end (half) of each car. If any pas-
senger car does not exceed 45 feet in
length, or if a Tier II passenger car was
ordered prior to May 12, 1999, only one
such intercom is required. The inter-
com system may be part of the same
system as the PA system.

(2) Marking and instructions. The fol-
lowing requirements apply to each pas-
senger car:
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